-~

\n

EMPIRE

EGYPT




White Silver
BON 0917

Shining Silver

Silver Qr
BoNosas AL

ie:

LIGHT BON 0830

Deep Grey
BON VP10

Black Silver Qn)
BON 0836 LIGHT

D) Plumbago
](,JCQT BON 9007

White

) White High Glos
@) BON 0914

<84 BON 2109

D) Black High glos
H,E)T BON 7013

Off Whit
ite (QJ-B

BON 2002

LIGHT

Pearl Black
ear ac 8-8

BON 001 LIGHT

Scarlet Pink

Black
BON 0512

(QJLL)) Red High Gloss

Norr  BONT20511H

BON 3020 BON 3030

. l ek TS




Cremson Red
BON 3011

Glossy Cremson Rec

Apple Green Qn)
BON 017 ao

BON 3111 v

Dark Green
LIGHT BON 120511€

) Glossy Dark Blue
&) Glossy

Light Green
BON 3010

8:8 Glossy Grass Green 8_9

LIGH

Dark Blue
BON 5005

LIGHT BON OM

SeaBI
eaBlue 819)

BON 0317 UL

Glossy Yellow

Glossy Orange Q
BON 06 d

BON 07 cic

Azure Green
BON 3001

8?) Glossy Beige

LIGHT BON 02 BON 1253




g
AR g >

BON 0007

BON W24

BON 812 BON 0003 BON 0004

BON 0993 BON 0002 BON 0001



@/ Quality control process )

AL coil Core Material Core Material

Pretreatment ~ Extruder ~ Melt Flow Heater |
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1—< Stage Lab Tesf
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Stage Lab Test
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Sensor control We------eee Compositing Test
\ 4 Visual control
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W Drum Peel Test

Protection Film
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1—4 Packing Line
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Fabricaton Facilities Stage Lab Test

—

— —— e e

| ) Pécking & Dispétcli

Drilling & Riveting Curving & Bending
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Can be joined by Can be punched Can be painted Use electic drill Can be bent by Can be cut with
welding the core by punching by screen. spray to create 3- rool plate woodworking or
with help of hot machine gun. or other fastening bending machine metal working
jet gun sultable process holes and use

Using router or V-shaped Bull nose groove
circular groove for folding up to

with 90-135 for folding 150a
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’ Physical properties

Properties

Aluminum Skin Thickness

Standard Length
Standard Width

3.2/3.5
1.22/1.25/1.5

@ Panel tolerances
The allowable error in the dimensions of the panel

Properties

Panel Thickness
Panel Width

Panel Length
Diagonal Difference

+0. 2

-0.00 +2.00
-0.00 +4.00
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/ Mechanical Characteristics of Aluminum Cover)

Standards
ASTM E8
ASTM ES
ASTM ES
ASTM C1352
ASTM D7748
ASTM E732

Properties
Tensile strength

Yield strength
Elongation

Flexural Elasticity
Flexural Rigidity
Shear stength

@mroperties D)

The general properties of the ACP against natural factors & elements
Standards
ASTM D648
ASTM 976
ASTM D903
ASTM C538
ASTM D5767
ASTM D3363
ASTM B659
ASTM E413
ASTM E84
ASTM D1654
ASTM E330
ASTM E331
ASTM E283
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Properties
Thermal deformation temperature 116

Kcal/M.Hr Co
KgF/mm

Thermal conduction
Adhesive strength

W

Color retention

Gloss 270
22H

Gloss Difference

Coating Thickness

Sound insulation rate

Fire Rated

Outdoor temperature resistance

Qualified
No abnormality
Qualified
Qualified
Qualified

Wind pressure resistance
Properties against water

Properties against air



